
CPN238A

Introduction

Features and Benefits 
   High density server chassis,depth=380 for 12 "x13" M/B 

   Industrial grade aluminum front bezel

   Innovation universal window for all kind of expansion ！

Specification
Dimension (W*H*D) 
Material Construction 
M/B Size 

  1*Power switch +1* Reset switch

  1 x LED(power) +1 x LED(HDD)

Cooling Fans 
DriveBay 

  4* 3.5" with ATX motherboard

   2* 3.5" with EEB motherboard

Power Supply  1U ATX P/S 200w~500w

Sliding rail 
Color 
Operation Temperature 
Operation Humidity (Non-condensing)

Packing Measurement CBF / CBM 

Packing N.W / G.W 
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Rack 2U compact

  5KGS / 7.0KGS

 1U 22" (option)

  Up to 50C (122℉)

  Up to 90% 

  1.8 / 0.05

Control & Indicator 

  2x 8cm silent Fan

  Black 

Rack compact 2U with modular PCI / Low Profile PCI extension slot

 19" x 5.25" x 15"/ 482 x 133.3 x 380 (mm)

  Heavy-duty & Rugged steel 1.0mm

   EEB (12"X13")  

The CPN238A is a compact 2U chassis for ATX motherboards
You can mix PCI and Low profile PCI extension card with a versatile and innovating design
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